
TEMPORARY ROCK SILT CHECK TYPE A WITH EXCELSIOR MATTING 
AND POLYACRYLAMIDE (PAM): 
 
Description 
 
Temporary Rock Silt Checks Type A with Excelsior Matting and Polyacrylamide (PAM) 
are devices utilized in temporary and permanent ditches to reduce runoff velocity and 
incorporate PAM into the construction runoff to increase settling of sediment particles 
and reduce turbidity of runoff.  Temporary Rock Silt Checks Type A with Excelsior 
Matting and PAM are to be placed at locations shown on the plans or as directed.  
Installation shall follow the detail provided in the plans and as directed.  Work includes 
furnishing materials, installation of Temporary Rock Silt Checks Type A, matting 
installation, PAM application, and removing Temporary Rock Silt Checks Type A with 
Excelsior Matting and PAM. 
 
Materials 
 
Structural stone shall be class B stone that meets the requirements of Section 1042 of the 
Standard Specifications for Stone for Erosion Control, Class B. 
 
Sediment control stone shall be #5 or #57 stone, which meets the requirements of Section 
1005 of the Standard Specifications for these stone sizes. 
 
Matting shall meet the requirements of Excelsior Matting in section 1060-8(B) of the 
Standard Specifications, or shall meet specifications provided elsewhere in this contract. 
 
Polyacrylamide (PAM) shall be applied in powder form and shall be anionic or neutrally 
charged.  Soil samples shall be obtained in areas where the Temporary Rock Silt Checks 
Type A with Excelsior Matting and PAM will be placed, and from offsite material used 
to construct the roadway, and analyzed for the appropriate PAM flocculant to be utilized 
with each Temporary Rock Silt Check Type A.  The PAM product used shall be listed on 
the North Carolina Department of Environment and Natural Resources (NCDENR) 
Division of Water Quality (DWQ) web site as an approved PAM product for use in North 
Carolina. 
 
Construction Methods 
 
Temporary Rock Silt Checks Type A shall be installed in accordance with Section 1633-
3(A) of the Standard Specifications, Roadway Standard Drawing No. 1633.01 and the 
detail provided in the plans. 
 
Installation of matting shall be in accordance with the detail provided in the plans, and 
anchored by placing Class B stone on top of the matting at the upper and lower ends. 
 
Apply PAM at a rate of 3.5 ounces over the center portion of the Temporary Rock Silt 
Checks Type A and matting where the water is going to flow over.  PAM applications 



shall be done during construction activities and after every rainfall event that is equal to 
or exceeds 0.50 in. 
 
The Contractor shall maintain the Temporary Rock Silt Checks Type A with Excelsior 
Matting and PAM until the project is accepted or until the Temporary Rock Silt Checks 
Type A with Excelsior Matting and PAM are removed, and shall remove and dispose of 
silt accumulations at the Temporary Rock Silt Checks Type A with Excelsior Matting 
and PAM when so directed in accordance with the requirements of Section 1630 of the 
Standard Specifications. 
 
Measurement and Payment 
 
Temporary Rock Silt Checks Type A will be measured and paid for in accordance with 
section 1633-5 of the Standard Specifications, or in accordance with specifications 
provided elsewhere in this contract. 
 
Matting will be measured and paid for in accordance with section 1631-4 of the Standard 
Specifications, or in accordance with specifications provided elsewhere in this contract. 
 
Polyacrylamide(PAM) will be measured and paid for by the actual weight in pounds of 
PAM applied to the Temporary Rock Silt Checks Type A.  Such price and payment will 
be full compensation for all work covered by this section, including, but not limited to, 
furnishing all materials, labor, equipment and incidentals necessary to apply the 
Polyacrylamide(PAM). 
 
Payment will be made under: 
 
Pay Item Pay Unit 

Polyacrylamide(PAM) Pound 
 


